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1/3" High Res.Color IR Dome  - Sony Super HAD CCD

JCC-VIR978D

106.45 mm
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3-Axis Mechanism

Features
î

îBuilt-in 24 pieces IR-LED

îEffective range up to 20M

îNTSC:811x508/PAL:795x596 Pixels

î480 TV Lines / 0 Lux with IR

îAuto White Balance

îGain Control : High / Low

îDC 12 V

î3.7~12.0 Varifovocal Lens

îIR Cut Filter Removable (JCC-MIR978D 

& JCC-MIR978XD)

Built-in Vari-Focal DC Drive Lens

Specification

M ode l JCC-VIR9 78 D JCC-MIR 978 D JCC-MIR9 78X D  

Pick  Up Elem e nt 1/3 " Color S ony  S upe r HAD 

(High R es. ) 

1 /3" Co lo r Son y S up er HA D 

(High Res .) 

1/3 " Color S ony  E x-View 

HA D(H ig h Re s.)  

Picture  Ele m e nt NTSC: 811 x5 08/ PA L:7 95x596  P ixels  

H orizon tal Fre qu en cy NTS C: 15 .73 4 K Hz ; PAL : 15.6 25 KHz  

Ve rtica l Frequ en cy NTSC : 59 .94 Hz ;  PA L:  50 Hz 

Syn chron ization In ternal  

Scann in g Sys te m  2 : 1 Int erlace 

Flick le ss  M od e On /O ff (NTSC :1/1 00, PA L:1/ 120 ) 

Re solution  Horizon tal 480  TV  L ine s 

Se ns itivity 0. 3 Lu x @ F2.0  (Day) 

0 L ux  (IR on ) 

0 .3 L ux @F2. 0 (Day) 

0  Lux  (IR o n) 

0.15  Lux  @ F2 .0 (Da y) 

0 Lux  (IR o n )  

S/N  Ratio M ore th an 48 dB (A G C O ff) 

Wh ite  B a lan ce A utom atic (2 500  K ~ 9 500 K)  

Gain Co ntrol High  / Lo w  

Electron ic Shu tte r NTS C:1/ 60~ 1/1 00, 000;  PA L:1 /50 ~1 /110 ,000  

Gam m a C orre ction  0.4 5 

Le ns  B uilt- in Va ri-Focal 3.7 ~1 2mm  (ICR) / F1. 6~ 3.0 

Vide o O utput 1 .0 V p-p C omp osite  Video Ou tput ; 75 Oh ms  

Infrare d Lum in ary  24 p ie ces  I R-L ED  

Wav ele ngth  85 0 n m  

Illum in ating  D is tan ce 20 Mete rs  

Op eratin g Te m p. - 10 ° ~  + 50 °C / RH 85 %  or Le ss  

Pow er Sup ply DC12 V 

Pow er Co ns um ptio n IR On : 40 0mA Max ., IR Off : 200 mA M ax . 

 
Optional

WMB-X12

Wall-mount Bracket
(Optional) 

ICR

1/3" High Res. Color IR Dome with ICR - Sony Super HAD CCD

JCC-MIR978D

1/3" High Res. Color IR Dome with ICR - Sony Exview CCD

JCC-MIR978XD

Color IR Dome Cameras

480 TVL
24
IR LEDs
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Dimension
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